
Ultra
Corrective Microneedling™

DEVICE SPECIFICATION



The MDPen Ultra Corrective Microneedling™
device is an FDA-cleared microneedling
system for acne scar treatment and skin
rejuvenation. Engineered with advanced
safety features, it delivers up to 324,000
microchannels per minute, optimizing
collagen production and skin repair. With
proven clinical efficacy, the MDPen Ultra
provides customizable depth control and
enhanced safety mechanisms, ensuring
effective, non-invasive skin rejuvenation
with minimal downtime.

PERFORMANCE
& TECHNOLOGY

POWER &
DURABILITY

Corrective Microneedling™

The MDPen Ultra micro needling system is indicated
for use as a treatment to improve the appearance of
facial acne scars in adults with Fitzpatrick skin types,
I through III age 22 years and older.

Ultra - PREVENT

12 Needle Cartridge 
Designed for fine-line smoothing &
collagen remodeling

Ultra - CORRECTIVE 

36 Needle Cartridge 
Designed for Corrective
Microneedling Treatments 

Cordless Mode: 

Lithium-ion battery provides up
to 4 hours of continuous use.

Electric Mode:

Offers seven different power
settings for greater treatment
customization.

Quick Recharge – 45-minute charge
time for long-lasting performance.

MDPen Ultra

CARTRIDGE
ARRAYS

(0.1mm - 2.5mm)

(0.1mm - 2.5mm)

Ultra-Fast Microchanneling - Up to
324,000 microchannels per minute for
optimal skin correction.

Adjustable Depth Control - 0.1mm -
2.5mm for customized treatments.

High-Speed Motor - 7,000 - 9,000 RPM
for consistent precision needling.

Ergonomic Design - Medical-grade steel
construction ensures durability and
hygiene, while its lightweight build
enhances control and reduces fatigue.

Lifetime Warranty - Backed by a lifetime
warranty for long-term reliability and
peace of mind.

All needles are composed of
gamma-ray sterilized steel


